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Abstract

This research investigates residual-based a posteriori error estimates for finite element

approximations of heat conduction in single-layer and multi-layered materials. The

finite element approximation is based upon hierarchical modelling combined with

p-version finite elements. Hierarchical modelling results in thermal elements which

are geometrically compatible with structural finite elements. Thermal stresses are an

important concern when designing reusable launch vehicles, and accurate temperature

distributions throughout the structure are required.

A posteriori error estimation is a way to determine the accuracy of an approxi-

mate thermal solution when the exact solution is unknown. Error estimates are also

necessary for developing an adaptive scheme which is the automatic process of mesh

refinement and p-enrichment to deliver a solution with the desired accuracy.

Element error indicators are determined by solving an element equation for the

error using the element residual, and a global error estimate in the energy norm is

computed by collecting the element contributions. Two methods, the average flux and

the equilibrated flux method, are discussed for constructing the element flux boundary

condition for the error equation. The error estimation is extended to multi-layered

materials, and a directional error indicator is developed to distinguish the error in the

hierarchical model from the error in the finite element method. Comparisons of the

actual and estimated error show that the equilibrated flux method provides accurate

estimates of the error for single and multi-layered materials. Numerical results also

show that the directional indicators accurately determine which contribution to the

total error dominates. This is an essential step in implementing an effbctive adaptive

scheme.
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Chapter 1

Introduction

When perfbrming structural analysis of hot structures, it is necessary to understand

the temperature distribution throughout the structure. Thermal concerns include

maximum and minimum temperatures, thermal stresses induced by temperature gra-

dients, and rates of heat flow depending on the application of the material being stud-

led. Therefore, efficient and dependable methods of computing thermal solutions are

vital in the design and analysis of thermal structures. For example, reusable launch

vehicles must be able to repeatedly withstand the extreme temperatures present dur-

ing Earth re-entry. The Thermal Protection System (TPS) is the primary outer

material that protects the system from high temperatures. Materials and concepts

are continuously being investigated to improve the insulating properties for TPS.

Such multi-layered materials include composite laminates and TPS panels composed

of insulation between two layers of metal to replace the tiles used on the orbiter of the

Space Shuttle system. Therefore, the numerical analysis of these types of materials,

along with error estimates, will aid in the design process.

1.1 Background

The finite element method is a popular numerical analysis tool for engineers working

thermal problems with complex geometry or boundary conditions. The advances in



finiteelementapproachesandcomputertechnologyhaveincreasedthe usefulnessof

finiteelementmethodsandallowedfbr moreaccurateandefficientapproximations.

Onesuchadvancedmethodis the hierarchicalp-versionfiniteelementmethod.The

useof hierarchicalmodellingallowsthe dimensionof the domainto be reducedby

onedimension.Thebenefitof thisapproachis that meshregenerationisnotrequired

whenchangingthe approximationorderto obtaina moreaccuratesolution.

Whenmakingnumericalapproximationswith the finite elementmethod,it is

usefulto knowhowaccuratelythe methodsapproximatethe exactsolution.Error

estimationis widelyknownandusedto answerthequestion,'Howgoodis the finite

elementsolution?'Knowledgeoftheapplicationoftheproblemandanunderstanding

of howthe errorbehavescanreducethe computationaleffortneededto achievethe

desiredaccuracy.

The two typesof errorestimatesare a priori and a posteriori. A priori error

estimates contain the exact solution and the parameters that influence the accuracy

of the approximate solution. This type of error estimate provides information on

the convergence and stability of the method and gives the asymptotic behavior of

the error in the approximation as mesh size and polynomial orders are appropriately

varied [1].

The second type is a posteriori error estimates, that are computed from the finite

element approximation and the given problem data and do not require the exact

solution to the problem. Since approximation methods are generally used because the

exact solution is not known for a the problem of interest, a posteriori error estimates

are useful for determining accuracy when analyzing complex problems for which the

solution is unknown. A posteriori error estimates are also necessary fbr adaptivity

and control of the finite element approximation error. Adaptivity is a method of

automatically refining the mesh or increasing the polynomial degree in particular
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regionswherethe finiteelementerror is greatest.Theseregionsof largeerroroccur

nearsteepsolutiongradients,singularities,or discontinuitiesin appliedloadings.The

meshcanbe refinedor the polynomialdegreeincreasedin theseparticularareas

to improvethe solutioninsteadof the costlyapproachof refiningthe entiremesh.

Throughtheuseofatolerance,localrefinementscanbemadeaftereachapproximate

solutionis obtaineduntil theerroris within a specifiedtolerance,andthis repeating

methodcanbedonewith no further input fromthe analyst.Thereforethe method

canbeset up andallowedto continuewithout any further input from the analyst.

Accuratea poste_'iori error estimates are essential to the success of such an adaptive

procedure.

The two main categories of a posteriori error estimates are explicit and implicit.

Explicit error estimates involve a direct computation (usually post-processing) using

the finite element solution and the given problem data and include an unknown con-

stant which is typically ignored. Implicit error estimators involve the approximation

of a boundary value problem for the error using residuals and generally involve the

solution of a system of equations, and are usually more accurate than explicit error

estimates [2]. Although more computational time is generally required fbr implicit

error estimates, the improved accuracy can be worth the extra effbrt.

When a mesh is defined for finite element analysis, the process usually involves a

combination of experience, intuition, and guesswork. If the results of the finite element

approximation appear reasonable, then the solution is accepted. If not, then the mesh

is redesigned. But this process is time consuming, and without an a poste_'io_'i error

estimate, there is no other reliable and precise way of judging the acceptability of the

solution except to uniformly refine the mesh until the solution converges. A poste_'io_'i

error estimation provides the analyst with a method of measuring the quality of the

computed solution. A more accurate solution can then be obtained by selecting

3



variousparametersto changesuchasthe valueof the polynomialapproximation

andthe meshsizelocallywhereerrorsarelarge.Forthe hierarchicalp-versionfinite

elementmethod,directionalerrorindicatorsindicatewhichparameterswill efficiently

improvethe solutionby providinga measureof the modellingerrorandthe finite

elementerror separately.

1.2 Review of Previous Research

The hierarchical p-version finite element method was pioneered by Babu_ka, Szabd,

and Peano in the mid to late 1970's and early 1980's [3] and [4]. Hierarchical mod-

elling helps to simplify the problem by reducing the dimension by one before the

p-version finite element method is applied. An optimal set of basis functions for

the through-thickness direction that account for the piecewise continuous behavior

of the solution to multi-layered problems was developed by Vogelius and Babu_ka in

1981 [5]. Another method for approximating the solution in multi-layered problems

is the Zig-Zag method developed in 1996 by Averill and Yip [6], which uses a single

polynomial approximation through the thickness with a piecewise linear function su-

perimposed on it. The coefficients for the piecewise linear function are determined

from continuity conditions at the interfaces of the layers. The optimal basis functions

are used with the hierarchical p-version finite element method for multi-layered mate-

rials in this research since the use of the Zig-Zag method requires more computation

when using p-enrichment for the through thickness polynomial approximation.

The subject of a posteriori error estimation has grown in popularity since the

pioneering work of Babu_ka and Rheinholdt in the late 1970's. The first a posteriori

error estimates for linear elliptic problems were developed by Babu_ka and l@einholdt

to guide local mesh refinement [7] and obtain accurate results without refining the

entire mesh. Since then, a posteriori error analysis has been developed for parabolic

4



andhyperbolicpartialdifferentialequations.Onemethodof a posteriori error esti-

mation is the flux-projection method, which is based on the smoothing of the fluxes

and comparing them with the finite element fluxes [2]. The method used in this work,

called the element residual method, was first introduced in 1984 at a conference in

Lisbon [8] and uses the residuals of the finite element solution. The element resid-

ual method requires element boundary conditions. One method of approximating

the element boundary fluxes is the equilibrated flux method, which is based on the

work by Ladeveze and Leguillon [9], Nelly [10], and Bank and Weiser [11] and is used

in this research. Ainsworth and Oden advanced the element residual method using

equilibrated fluxes for application to different types of problems [12].

The basic techniques for a posteriori error estimation were established in the early

1990's. In recent years, a new approach in the study of a posteriori error estimates has

emerged called goal-oriented error estimation. The error is measured with respect to

a specific goal of the analysis, called the quantity of interest, instead of in the energy

norm, and techniques have been established to obtain upper and lower bounds of

the error. This approach requires the solution of the adjoint problem, or the dual

solution, to compute an influence function which relates the residual to the error

in the quantity of interest [13]. Therefore, it is more computationally expensive.

Currently, the emphasis is on the study of robustness of existing estimators and the

identification of limits on their performance.

1.3 Purpose

The purpose of this research is to apply a posteriori error analysis to two-dimensional

heat conduction for single and multi-layered materials. The three primary goals of

this research are to (i) compare the results of a posteriori error estimates using two

methods of approximating the interior boundary flux, an average flux and an equi-



libratedflux, for single-layeredmaterials,(ii) extendandexaminethe performance

of the errorestimatefbr multi-layeredmaterials,and (iii) developdirectionalerror

indicatorsto distinguishbetweenthe modellingerrorandthe finiteelementerror.

1.4 Scope

The hierarchical p-version finite element method for solving steady state heat con-

duction problems is presented in Chapter 2. The weak form of the boundary value

problem is developed followed by the hierarchical modelling in the through-thickness

direction and the spatial p-version finite element method. Basis functions are de-

scribed, and element matrices are defined. Finally, the method for enfbrcing the

boundary conditions and solving the global system of equations are discussed.

The element residual method of a posteriori error estimation is discussed in Chap-

ter 3. The derivation of the element boundary value problem fbr the error is presented.

The element boundary conditions are discussed with two methods of approximating

the interior element flux, the average flux and the equilibrated flux method. The

solution fbr the error in the energy norm is presented next with some numerical

examples. Finally directional error indicators are introduced with some numerical

examples to verify the error estimates. Chapter 4 presents the application of element

residual a posteriori error estimation to multi-layered materials. The finite element

method fbr multi-layered materials is discussed with the choice of optimal through-

thickness basis functions fbr hierarchical modelling. The boundary value problem fbr

each layer is discussed fbllowed by a discussion of the equilibrated flux method used

to approximate the interior element boundary flux. Finally, some numerical examples

are presented fbr a two layer problem. A review of the work presented in the thesis

is discussed in Chapter 5. A summary of the first fbur chapters is presented fbllowed

by conclusions and recommendations fbr future work.
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Chapter 2

Finite Element Thermal Analysis

In all but some simple cases, the exact solution of structural problems is complex

and requires an approximate solution using numerical techniques. The finite element

method is a powerful tool for numerically approximating the solution to a wide range

of engineering problems. There are numerous methods available for constructing a

finite element approximation. Traditional finite elements use linear approximations

of field variables over each element. By increasing the number of elements using mesh

refinement, the approximate solution converges to the exact solution. An alternative

to this approach, the p-version finite element method, is to use higher-order elements,

which assume a polynomial of order p for the approximation on each element. By

increasing the value of p, or p-enrichment, the approximation can be improved without

increasing the number of elements. The drawback to this method using conventional

higher-order elements is that the mesh must be regenerated for increased values of p

since the number of nodes in an element depends on p. Mesh refinement is also an

option for the p-version method.

A more practical method which has been developed is the hierarchical modelling

combined with p-version finite elements method. This method uses elements with

a fixed number of nodes by adding more basis functions to the existing nodes when

the approximation order is increased. The use of hierarchical modelling allows the



reductionbyonedimensionof thedomainwhichreducesthecomplexity.Thebenefit

of thisapproachis that whenthe approximationorderischanged,meshregeneration

is not required.This chapterdescribesthe hierarchicalmodellingcombinedwith p-

versionfinite elementsapproachusedfbr this researchto approximatethe solution

fbr a heat conductionproblemwith specifiedheat flux andtemperatureboundary

conditions.

2.1 Boundary Value Problem for Conduction Heat

Transfer

The goal is to solve for the temperature, u, in a built-up structure using the general

heat conduction equation. According to the conservation of energy, the rate of heat

entering and leaving a body, the rate of heat generation inside the body, and the rate

of heat stored by the body must be balanced

0u

where q is the heat flux vector defined as [q_, %, qz]T, V is the gradient operator

defined for a rectangular coordinate system as [9, 09,aaza]T, and p and % are the

density and the specific heat of the material, respectively [14]. The internal heat

generation, Q, is a scalar function of position and is associated with conversion of

some other form of energy, such as chemical, electrical, or nuclear, to thermal energy.

The heat flux is related to the temperature gradient by Fourier's Law

q -nvu (2.2)

where _ is the thermal conductivity tensor, which is defined for an anisotropic mate-

rim as the fbllowing matrix of thermal conductivities

k_ k_ k_]
k_ k_ k_

k_k_kz_

8
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Since heat flows in the direction of decreasing temperature, and the gradient points

in the opposite direction, the minus sign is included in (2.2) to make the heat flow

a positive quantity. Substitution of (2.2) into (2.1) results in the partial differential

equation fbr temperature

Ou _ vT
p%_ (,_w) Q (2.4)

To allow for comparison with exact solutions, the steady state heat conduction in

a simple two-dimensional domain made of an orthotropic material will be considered

in this research. The simplification to two dimensions from three dimensions is made

by assuming the domain is infinitely long in the y-direction. The domain, f_

(0, L) x (@, _), is shown in Figure 2.1, and has length L and thickness d with the

boundary denoted by 0fL The thermal conductivity of a two-dimensional orthotropic

3f2 = F o u F n

z

x

t2

x=O x=L

Figure 2.1: Two-dimensional domain f_ fbr an orthotropic material.

material is different in the two principle directions, in this case the z and z directions,

and is assumed to be constant.

[ks 00 kz ] (2.5)

For steady-state conditions, (2.4) becomes a second-order elliptic partial differential

equation. For this research, the boundary conditions are defined on each edge as either

9



aDirichletora Neumannboundarycondition.A Dirichletboundary,denotedbyFD,

is definedasa boundaryon whichthe temperatureis specifiedandis alsocalledan

essentialboundarycondition.A Neumannboundary,denotedby FN,is definedasa

boundaryonwhichthe heatflux is specifiedandis alsocalleda naturalboundary

condition.Theoutwardunit normalto theboundaryisdenotedby ne [n_, 0, nz] T.

The boundary value problem for the temperature, u(x', z), in the domain is given by

-V T(_vu) Q in f]

--(_vu)Tne q_ OnFN

U Us on F D (2.6)

where qs and us are not necessarily constant.

2.2 Weak Formulation

The finite element method is based on the weak form, or the variational form, of the

boundary value problem (2.6). A weak form is a weighted-integral statement of a

diffbrential equation in which the diffbrentiation is distributed among the dependent

variable and a weight function and includes the natural boundary conditions of the

problem [15]. To obtain the weak form of the boundary value problem for heat

conduction, (2.6) is multiplied by a scalar test function v and integrated by parts

£-v T(_wl_ _ £ Q__ (2.71

-(_wFn_ _ +£ (_w)_w _ £ Q__ (28)

-(_wFn_ F_-(_wF_ F_+£ (_wl_w _ £ Q__ (2.91

The test function is required to be zero on FD, which simplifies (2.9) to a general

problem statement for the temperature in the domain where the boundary conditions

in (2.6) have been applied. Find the temperature u u(z, z) such that u us on FD

10



and

£ (, wl w £ - jQ (2.1ol

for all admissible test functions v where s denotes a boundary. If B(u, v) and L(v)

are defined as

(2.11)

then the problem statement can be expressed in abstract form. Find u E V(f_) such

thatu us onUDand

B(u, v) L(v) for all admissible v E V(f_) (2.12)

where V(f_) is defined as a subspace of H 1(f_), the Hilbert space consisting of functions

with square integrable first derivatives [16].

2.3 Finite Element Method

The solution to (2.12) is also the solution to (2.6) and is not an approximation. But

since the solution space V(f_) is infinite-dimensional, it is difficult to solve for the

exact solution. The finite element method is used to construct a finite-dimensional

subspace of V(f_), denoted by l)(f_), by subdividing the domain into a collection of

elements and selecting a set of basis functions. The abstract form of the finite element

method is to find/_ E l)(f_) such that u us on PD and

B(< _) L(_) (2.13)

for all admissible test functions/) E l)(f_). This allows an approximation to the exact

solution to be found, and the larger the choice for the subspace l)(f_), the closer to

V(f_) it becomes, therefore making the approximation more accurate. The fbllowing

11



sectionsdescribethe methodusedto approximatethe solutionto (2.12),hierarchical

modellingcombinedwith p-versionfiniteelements.

2.3.1 Hierarchical Modelling

In this research,hierarchicalmodellingrefbrsto the processof describingthe solu-

tion on a domainwhosespatialdimensionis reducedby one.The geometryof the

rectangulardomainin Figure2.1canbedescribedasa one-dimensionaldomain,a

straightline of lengthL with a constant thickness d. More general geometries can

be described in this manner by allowing the thickness to vary along the length. This

approach is commonly used in structural mechanics to represent beams, fiat plates,

and curved shells.

The approach used in structural mechanics to represent the two-dimensional so-

lution on the one-dimensional domain is usually a global approach. The solution is

assumed to have a polynomial distribution through the thickness of the domain, and

the degree of the polynomial, denoted by Pz, is assumed to be constant through-

out the domain. This assumption transfbrms a single partial diffbrential equation

on the original domain into a system containing pz + 1 diffbrential equations on the

dimensionally-reduced domain. The finite element method is then applied to each

diffbrential equation in the system. In the hierarchical modelling approach used in

this research, the solution is assumed to have a polynomial distribution through the

thickness of the domain after the dimensionally-reduced domain has been subdivided

into elements. This allows the hierarchical model order, p_, to vary along the length

of an element, and therefbre throughout the domain. Also, the hierarchical model

order, p_, can be easily increased as part of the finite element method.

For simplicity, the hierarchical modelling approach will be described fbr a two-

node linear finite element. The extension to higher-order (p-version) finite elements

12



will bedescribedin the next section.Theone-dimensionaldomainrepresentingthe

rectangularplateisdividedinto N elements as shown in Figure 2.2. As with tradi-

: : -x

I
x= 0 X= L

Figure 2.2: Discretization of the domain for the finite element method.

tional finite element methods fbr one-dimensional problems, the solution on a typical

element, fF, is assumed to vary linearly along the length of the element, and is written

in terms of a local coordinate system

1 1
(2.14)

The mapping for each element in the global domain from (z0, x'l) to the local domain

(- 1, 1) is given by

2(3.- 3.o)
3.1 -- 3. 0

However for hierarchical modelling, the nodal unknowns u0 and u I are not constants_

they are functions of the through-thickness direction

1 1
%° 7(] -- {)U0(Z ) @ _(1 @ {)Ul(Z ) (2.16)

13



wherethe subscripts0 and1 denotethe left and right nodesof the elementrespec-

tively. The unknownfunctionsu0(z)andul(z) areassumedto be polynomialsof

degreeP_o and Pzl

PzO

i=0

pzl

_ Z _(_)_ (2.17)
i=0

where Pz0 and P_l are positive integers, 7/ _ is a normalized through-thickness

coordinate, _ are polynomial basis functions, and us_ are the unknown constants, also

called the element degrees of freedom. The complete expression fbr the approximate

solution on an element is obtained by substituting (2.17) into (2.16) to get

PzO _ Pzl

i:0 i:0

The basis functions fbr the through-thickness polynomial approximations are the

integrated Legendre polynomials, which are shown to be well suited fbr computer

implementation and have favorable properties fbr numerical stability by Babuska et.

al in [4] and are given by

_0 1

1
2,3,... ,p_+ 1 (z19)

where P_ is the Legendre polynomial of the first kind of order i given by [17]

i

l [(2_- I)_P_ i(_)- (_-
i

14
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The integration in (2.19) is accomplished by applying the properties of Legendre

polynomials. Note that the usual linear approximation fbr a one-dimensional element

is a special case of the hierarchical model, obtained when Pz0 Pzl 0 in (2.18).

When the degree of the through-thickness polynomial does not vary along the element

length, that is when P_0 P_I p_, (2.18) can be written as

Z (1- + 5(1 +
i=0

1 pz

Z Z (2.21)
j=0/=0

2.3.2 P-Element Approximation

The traditional approach to higher-order one-dimensional finite elements requires

that an element with a polynomial approximation of degree io_ contain io_ + 1 evenly-

spaced nodes. The basis functions fbr such an element are the Lagrange polynomials,

and the element is refbrred to as a Lagrange element. A Lagrange polynomial basis

function is associated with each node of the element along with a corresponding degree

of freedom which is the value of the unknown at that point. Quadratic and cubic

Lagrange elements and the corresponding basis functions are shown in Figure 2.3.

The p-version approach to higher-order, one-dimensional, finite elements is to add

a single node in the middle of the element, and a set of higher-order polynomials

that are zero at the endpoints are added to the usual linear basis functions associ-

ated with the end nodes. The number of basis functions, and hence the number of

unknown coefficients, associated with the middle node is determined by the degree

of the polynomial approximation io_. Specifically, there are io_ - 1 basis functions

associated with the middle node. Elements of this type are often refbrred to as hier-

archical p-elements, because increasing the order of the elements is accomplished by

simply adding a basis function to the existing set, as indicated in Figure 2.4, without

15



1 3 2 1 3

I I
_=-1 _=0 _=1 _=-1 _="/3

4
a
w

2
A
w

I
_=1

N 3 = (1+_) (1-_) N N3 = 27/_6(1+_)(1-_)(_/3-_) NI N4 : 27/16(1+_)(1-_)(_/3+_)

N2 N2 = -946 ( 246 (1-_) ('4 *_)('4- _)

(a) (b)

Figure 2.3: One-dimensional (a) quadratic Lagrange element and (b) cubic Lagrange

element with corresponding basis functions.

the requirement of mesh regeneration. The finite element approximation in a typical

element is written

1 1 P_c P_c

_1_o _(_ - _)_0 + _(_ + _)_1 + Z _(_)_ Z _(_)_ (2.22)
_=2 _=0

The degrees of freedom corresponding to the middle node do not represent the value

of the solution at the midpoint and are therefore denoted by the symbol a_. The

unknowns u0 and ul are combined into the set of unknowns, a_. In other words,

a0 u0 and a_ u_. The basis functions used fbr the one-dimensional element,

i.e., for the polynomial approximation in the x-direction, are similar to the through-

thickness basis functions and are given by

1

40 _(1 -_)

_ _(_+_)
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_0

1 -1 1

i
1 -1 1

_lf_ p=3

i-1 /

)=5

Figure 2.4: Element basis functions, q_ and _, for p ] through 7.

1
(p_(_)- p__(_)),

_2(2_- _)
2,3,... ,p_+ _ (2.23)

The procedure for combining hierarchical modelling with p-version elements is the

same as described in the previous section. The constant unknowns in (2.22) are

replaced by polynomial functions in the through-thickness direction

glg_ 2(1-{)u0(z) + 2 (1

Px Px

+_)_(_)+E¢_(_)_(_) E¢_(_)_(_) (2.24)
i=2 i=0

where

PzO

0

]azl

0

pz2

0

(2.25)
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Again,if thehierarchicalmodelorderisconstantfortheelement,Pz0 Pzl P_2 P_,

then the approximate solution in an element can be written

/=0 j=2
P_c Pz

j 0_ 0

The finite element approximation fbr the temperature distribution in an element is

determined by the unknown coefficients, as_. The basis functions, 45(_) and f_(_l) are

polynomials of degree p_ and p_, respectively. The number of unknown coefficients

fbr the element is determined by (p_ + 1) x (p_ + 1).

2.3.3 Element Matrices

The weak form of the boundary value problem, (2.13), is an integral equation over the

entire domain, which can be represented by a sum of integrals over each element in the

domain. The domain of an element, denoted by f_, is defined as (z0, z_) x (_4,2 _),

where z0 and z_ are the x-coordinates of the end nodes. The local contributions

from the elements are combined into a global problem to allow fbr the solution to

the finite element approximation. Note that an element end node is shared by a

neighboring element. Since the unknown coefficients are associated with a node, the

approximate temperature solution is continuous across element interfaces. Equation

(2.13) is written as a sum of element contributions

Nel

e=l e f_eViFN

Nel

e=l

provided that

]Vel

e 1

N_z

0f_ _ N rx rx (2.29)
e 1
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HereNcz denotes the total number of elements in the mesh and 0f_ c N FN denotes

the part of the boundary of an element which lies on FN. To simplify the derivation

of the finite element matrices the approximate solution in (2.26) can be written in

compact notation using outer tensor products

Px Pz

i0j 0

The symbol _ represents the outer tensor product, and 0 is a vector of length (p_+ 1),

_b is a vector of length (Pz + 1), and X and a_ are vectors of length (p_ + 1) x (pz + 1).

The outer tensor product [17] of an n x n matrix A with an m x m matrix B is given

by

All A12 "'" Aln

A21 A22 "'" A2,_

A,_I A,_2 "" A,_,_

Bll

Q •

Bm 1

• . . Blm

A11B

A21B

A_IB

A12B

A22B

A_2B

"'" AI_B

•"" A2,_B

• .. A,_,_B

(2.31)

There are a variety of choices fbr the test function, _9,which results in a system of

equations from (2.27). The Bubnov-Galerkin method, commonly referred to simply as

the Galerkin method, defines the test function to be the same as the functions used in

the approximation of the solution, u, and will be used in this paper [18]. Substituting

the approximate solution (2.30) fbr u and Xi, i 1,..., (p_ + 1) x (p_ + 1) fbr {), into

(2.27) results in the system of equations

e=l = N

(2a2)

Here the gradient of the vector X is defined as the gradient operating on each element

of the vector. This equation can be written in matrix fbrm as

Nel Nel

_(A_ac) _F_
e=l e=l

(2as)
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Theelementmatrix A_ is defined in terms of a local mass and stiffness matrix using

the outer tensor product as

A_ ./_ V X (N_VX) T dfF

ks o Oz" Oz" _ _'_'T dz +

IX 1 /d O_ O_ Tkz @@Tdx Q dz
,so _ Oz Oz

k_K_ Q Mz + k_M_ Q K_ (2.34)

where M denotes a local mass matrix and K denotes a local stiffness matrix. The

element load vector, F_o, is defined as

,/1 N

2.3.4 Global System of Equations

The global system equations, (2.33), are written

Aa F (2.36)

where A and F are the global matrices fbrmed by assembling each A_o and F_o,

respectively, and a is the global vector of unknowns. The element vector of unknowns,

a_, in (2.30), (2.32), and (2.33) is an element ordering of a with entries only fbr the

unknowns associated with the nodes of the elements. The process of assembly is

rather straightfbrward and can be fbund in any finite element textbook, such as [15],

[19], and [20]. The approximate solution, /_, is determined by applying boundary

conditions to the global system of equations and solving the matrix equation fbr the

unknowns a.
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TheDirichletboundaryconditionsin (2.10)areenfbrcedon thesystemof equa-

tionsusingthe penaltymethod[19].Recalltheformof u from (2.26)

]%° (1- + (1+ + Z (2.37)
i=o j=2

If the specified temperature is on the left side of an element, at _ -1, then 05(_) is

zero fbr j 2,...,p_ and u becomes

Pz

{=0

The value of 4/at this boundary is specified to be us, therefbre

pz

(1)Uoo + E _i(_l)uoi us (2.39)
1

To enforce this boundary condition, we set u00 us and u0_ 0 for i 1,... ,Pz. If

the specified temperature is on the right side of an element, at _ 1, we set ul0 us

and u_ 0 for _ 1,... ,pz. Using the penalty method, the local coefficient matrix

Aa_ and the local load vector Fa_ are modified by using a large number, C, which

is several orders of magnitude larger than the components of A. A general rule of

thumb for choosing the value of C is to use C rr_ctx'lA_51x 104. The constant C is

added to each of the diagonal elements in Aa_ corresponding to the degrees of freedom

on the Dirichlet boundary, and C is multiplied by the specified temperature on the

boundary and added to the corresponding components in the load vector, Feo. For

example, to enforce the Dirichlet boundary condition on the left end of an element

A_ 5 A_ 5+C fbri 0,...,p_

F_ F_ + Cu_ far _ 0 (2.40)

The Neumann boundary conditions, or natural boundary conditions, in (2.6) are

included in the right hand side of the weak fbrm (2.10) and are thus included in Feo.
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Enfbrcementof the boundaryconditionsalongFo causesthe systemof equationsto

benonsingularsothat a solutionto the globalsystemof equationsexists.

Thenumericalaccuracyof thesolutionof theglobalsystemof equationsdepends

onthe conditioningof theA matrix and the choice of the value of C. The condition

number of a matrix is defined as the ratio of the largest eigenvalue to the smallest

eigenvalue. A matrix is singular if its condition number is infinite since at least one

eigenvalue is zero, and although the A matrix is not singular due to the enfbrcement

of the Dirichlet boundary conditions, a large condition number limits the accuracy

to which a solution can be obtained. If the value of (7 in the penalty approach is

chosen to be large enough, then u _ us on FD. Generally this boundary condition

is satisfied to machine numerical precision with the proper choice fbr (7 and a low

condition number. Gauss elimination can be used to solve the system of equations

which involves row reduction to obtain an upper triangular matrix. The system

matrices are sparse, having a relatively small number of nonzero entries, due to the

choice of the basis functions. The derivatives of the basis functions are orthogonal to

each other except fbr the nodal basis functions, denoted with the 0 and 1 subscript in

(2.23) and (2.19). The local stiffness matrices, defined as Ks and Kz in (2.34), use

the derivatives of the basis functions, and therefbre are almost diagonal. There are

off-diagonal nonzero entries in the first and second rows and columns since the nodal

basis functions do not have the property of orthogonal derivatives. The zero entries

in the stiffness and the small number of zero entries in the local mass matrices create

a sparse Ae_ matrix when the outer tensor product, defined in (2.31), is used.

The relatively small number of nonzero entries makes it inefficient to store the

zero entries. To save memory and time, the global system is solved using a sparse

gauss matrix solver [21].
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Chapter 3

A Posteriori Error Estimation

There are essentially two types of error estimates, a priori and a posteriori. A priori

estimates are theoretical bounds on the error in an approximate solution, and establish

the rate of convergence of the error fbr a particular method. These bounds are a

function of the exact solution and the parameters that influence the accuracy of the

approximate solution. For p-version finite element methods, these parameters are the

mesh size, h, and the degree, p, of the polynomial approximation in an element. A

posteriori error estimates use the approximate solution itself to estimate its error.

They fall into two categories: implicit and explicit. Explicit error estimates are

fast and computationally inexpensive as they typically involve post-processing of the

finite element solution. Implicit error estimates are obtained by solving an additional

boundary value problem fbr the error with the approximate solution as input data.

Implicit error estimates are more expensive than explicit error estimates, but they are

also more reliable and more accurate. This research fbcuses on the element residual

error method, which is an implicit type a posteriori error estimate. The global residual

is defined as

It provides infbrmation on how close the approximate solution is to satisfying the

boundary value problem. This chapter discusses the method and approach to pre-
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dictingtheglobalerrorin thefiniteelementsolutionto thetwo-dimensionalboundary

valueproblemin (2.12).Theglobalerrorestimateisa sumof elementerrorestimates

obtainedby solvingan elementboundaryvalueproblemwith the elementresidual

analogousto a heat sourceterm. Theelementresidualerrormethoddevelopedby

Ainsworthand Oden[1] fbr the total error is first described.The perfbrmanceof

the errorestimateis thendemonstratedon twoexampleproblems.Whenusingthe

hierarchicalmodellingapproach,the meshsizeh, the through-thickness polynomial

order Pz, and the in-plane polynomial order p_ are parameters that affbct the accuracy

of the solution. A directional error estimate is proposed to distinguish the modelling

error (pz) from the finite element error (p_ and h). Its performance is investigated on

two example problems.

3.1 Element Residual Method

The error in the finite element solution is the diffbrence between the exact and the

finite element solutions, e u -/_. The weak form of the boundary value problem

for the error is obtained by subtracting B(/_, v) from both sides of (2.12).

(3.1)

The solution of this global equation yields the actual error, but the solution space

V(f_), defined as a subspace of Hl(f_), is of infinite dimension. The finite element

approximation described in Chapter 2 for the temperature can also be used to approx-

imate the solution to (3.1) for the error. However, if the subspace used to approximate

the error is the same subspace _)(f_) that was used for the finite element approxima-

tion, the result will be that the error is zero. Since the right hand side of (3.1) with
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v E _>(f_) is precisely what was solved for the finite element solution, /_(v) 0 for

every v _ _>(f_). Therefbre to obtain a nontrivial approximation fbr the error, a larger

subspace must be used. A simple approach to constructing a larger subspace is to

increase the polynomial degree of the approximation on each element in both the

through-thickness and in-plane directions. Solving the global error problem on this

enriched polynomial space would, however, require more computation time than orig-

inally required to solve the heat conduction problem. A more efficient approach is to

solve a local (or element) boundary value problem to provide an estimate of the error

on each element. The local boundary value problem fbr the error in each element is

derived from the original diffbrential equation for the temperature. The global diffbr-

ential equation (2.6) holds true for any point in the solution domain. Therefbre this

diffbrential equation also holds true fbr any collection of points defining an arbitrary

subdomain or element, making (2.6) valid for any element. With the finite element

the quantity vT(_v_) is added to both sides of (2.6) definedsolution, _, in hand,

on each element

Q + vT(_v_)

-v_(_w) Q + v_(_v_) on element _e (3.2)

+v_(_v_) _ v_(_w)

Appropriate boundary conditions for this equation will be considered with the weak

fbrmulation, obtained by multiplying (3.2) by a test function v and integrating by

parts

-/_o VT('_Ve) v df_ _ /_o Qv dfF +/_o VT(,_V/_)v dfF

- ]_o(_v_)Tw_ _ (3.3)
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Substituting/_ u - e into the boundary integral terms simplifies (3.3) to

B_o (e, v) F_o (v) - B_o (u, v) + 1_o (_Vu)Tn_° v d_' (3.4)

where F_ (v) is the linear function associated with the source term defined as f_ Qv df] _.

The subscript f]_ on/_ and F_ denotes a local domain. Equation (3.4) is the weak

form of the local error problem. This equation is the element contribution to the

global error problem in (3.1), since the exact boundary flux terms in (3.4) sum to

zero along interior element boundaries. The actual error satisfies (3.4), but the exact

flux in the last term, (nvu)fneo, is not known. Therefore an approximation must

be made fbr the flux boundary conditions on each element:

Using this approximation fbr the exact boundary flux in (3.4) results in the local

problem to be solved in each element. Find e E V(f_ _) such that

v) F o(v) - v) - q ov cz ,

for all admissible v E V(f]_). The next section discusses two approaches to construct-

ing an approximate boundary flux, c_eo, using the finite element solution.

3.2 Element Boundary Conditions

The boundary flux (_vu)Tnf_ must be determined for each type of element bound-

ary. Three possible types of element boundaries are considered: Dirichlet boundary,

Neumann boundary, or interior element boundary. The boundary conditions fbr the

edge of an element that is coincident with a global boundary is straightforward. For

an element boundary that is coincident with FD, where the temperature is specified
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asa constant,the finiteelementsolutionsatisfiesthe essentialboundarycondition

exactly

U _ Us on0f_ e N FD (3.7)
e U -- _ 0 on _)f_ F/FD

and the test function in (3.6) is required to be zero on 0f_ _ N F/9. For an element

boundary that is coincident with FN, the applied heat flux is specified in the problem

statement as q_. For this natural boundary condition,

-( vu)rn o onOf  nrN (3.8)

The third type of boundary that must be considered is the interior element bound-

ary (the interface between two neighboring elements) where an approximation to the

exact flux must be made. The choice of the approximate boundary flux determines

the accuracy of the error estimate. The next sections discuss two methods of approx-

imating the exact flux on the interior element boundaries, the average flux method

and the equilibrated flux method.

3.2.1 Average Element Boundary Flux

The finite element approximation results in a flux that is discontinuous across inte-

rior element boundaries. One approach to approximating the exact flux on an interior

element boundary is to average the fluxes computed from the finite element approxi-

mation on the boundary between neighboring elements. Let f_' denote the neighbor

to element f_ and let "y denote the shared edge, then the average flux on the shared

edge is given by

1

where r_ is the outward unit normal vector to the edge of element f_. The aver-

age flux, applied to the shared boundary of the neighboring elements, satisfies the
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continuitycondition

0 oI + q o'l 0

since n_ -n_, and

on the shared edge 7 Of__ N Of__'

1

2 n_

3.2.2 Equilibrated Flux

Another method for approximating the fluxes on the interior element boundary is to

develop boundary fluxes that, in addition to satisfying continuity (3.10), satisfy an

equilibrium condition for that element [1]. The equilibrated flux method as described

in [1] is applicable to general two-dimensional meshes of quadrilateral and triangular

p-elements. It simplifies considerably for hierarchical modelling.

The equilibrium condition for an element is derived by integrating (2.6) over an

element

In the second step, integration by parts is used on the left hand side. For steady state

conditions, the flux around the boundary of an element must be in equilibrium with

the internal heat source. Therefore, the approximate flux must be constructed such

that for every element in the mesh

Note that (3.13) is equivalent to setting v 1 in (3.6), that is,

0 Feo(1) - B'eo(u, 1) - £_o 0_o ds' (3.14)

28



sinceBn_(e, 1) and Bn_ (/_, 1) are zero. The term Bn_ (/_, 1) is retained in (3.14) because

it is part of the element residual and plays an important role in constructing the

equilibrated approximate flux. The equilibrium condition (3.14) can be extended

to higher orders by replacing 1 in (3.14) with a set of two-dimensional nodal basis

functions, 0_, defined at each node n.

0 for, (3.15)

The 0_'s represent basis functions associated with the nodes on the boundary of an

element. The specific fbrm and the required number, n_, of the nodal basis functions

along an edge, to be discussed later, will depend on the approximation selected fbr

qf_.

The approximate flux must satisfy the equilibrium condition (3.15) along with

the continuity requirement (3.10) and the Neumann boundary condition (3.8). For

hierarchical modelling of a two-dimensional problem, there are only one-dimensional

elements in the z-direction. In order to apply the equilibrated flux method to the

hierarchical model, an element is conceptually expanded in the through-thickness

direction into a rectangular element. The node and edge numbers are defined on

the expanded local element as shown in Figure 3.1. For this expanded element, the

top and bottom boundaries of each element are coincident with the global domain

boundary, U, and therefbre an approximate flux is only required fbr the left and right

boundaries, denoted by 72 and 74 in Figure 3.1.

The approximation fbr the left and right element boundary flux is assumed to

be a polynomial of degree Pz, the same as the polynomial degree of the hierarchical

model. The approximate flux on an edge, 7, of the boundary of element fF is written

in terms of the nodal basis functions, 0, as

pz+l

Z (3.16)
i=1
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Edge74;'__
(LeftBoundary)""

1

1

n

Edge 73 (Top Boundary)

3

1 5 2

r 1 -r 1

........Edge 72
(Right Boundary)

- r..........Edg e 71
(Bottom Boundary)

Figure 3.1: Convention for node and edge labels for an expanded local element.

where i represents the degrees of freedom on the edge 7 and <t_ are unknown coem-

cients. Due to this choice fbr the approximate boundary flux, the number of nodal

basis functions required fbr the left edge or the right edge is n_ Pz+ 1. The complete

set of two-dimensional basis functions, 0, is given by

0

O0(_)O0(_) } node 1
01(_)00(_1) } node 2
<51(_)01(_1) } node 3
00(_)01(_) } node4

03(_).00(_1) edge 71

01(_).03(_1) edge 75

03(_)01.(_1) edge 73

00(_)03(_). edge 74

O0(_)0_(_)

(3.17)

The two-dimensional basis functions, are based on the finite element basis functions
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usedfor the finiteelementapproximationin the z-direction (2.23). They are essen-

tially a tensor product of one-dimensional basis functions for a quadrilateral element.

There are Pz + 1 two-dimensional basis functions associated with the nodes of an

edge, which is where the flux is being approximated: one for each vertex node and

pz - 1 for the edge node. Therefore there are p_ + 1 equations that must be solved

to determine the coefficients ct_ in (3.16). The set of two-dimensional basis functions

associated with the nodes of edge 7 is a subset of the complete set given in (3.17 and

defined as

°_ 0_

0_z+l

vertex nodes of 7

edge nodes of 7

(3.1s)

The first four two-dimensional basis functions for edge 72 are shown in Figure 3.2.

Figure 3.2: First four two-dimensional basis functions for edge 72.

The last term in (3.15) is an integral over the entire boundary of an element, and
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canbewrittenasasumof integralsovereachedgeof theelement:

whereqt is the heat flux specified on the top boundary of an element, and qb is the heat

flux specified on the bottom boundary of an element since 71 and 7z are coincident

with FN. Substitution of (3.16) into the boundary integral terms in (3.19) which

include the approximate boundary flux, c)_o, yields

This equation is true for each node, n, along 7, and can be rewritten in terms of a

mass matrix as

j_ qa_O_ ds M_a (3.21)

where M_ is the mass matrix along edge 7 with entries

M_j j_o_Ojds fbr_,.j 1,...,pz+l (3.22)

In order to solve for the coefficients, c_, (3.19) is written using (3.21) and moving the

other terms to the right hand side. Due to the properties of the nodal basis functions,

the sum of boundary integrals in (3.19) is simplified. For a nodal basis function at a

vertex node, there are two edges along which the basis function is nonzero. Whereas

for a nodal basis function at an edge node, there is only one edge along which the

basis function is nonzero. This can be seen in Figure 3.2 where the first two plots

show the basis functions for 72, and the third and fburth plots show the edge basis

functions for 72. Each of the higher-order basis functions associated with the edge

node is nonzero only on the edge containing the edge node. Using this information
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about the nodalbasisfunctions,and substituting(3.21)into (3.19)resultsin the

fbllowingequations.For72,

F_o(oJ2) - B_o(_,o__) - £3 q_o__ _
F_o(o__)- B_o(_,o__)

72 (_, Opz+l)

(3.23)

For "f4,

F_e (0_ 4 ) -- _e (_, 0_ 4) -- A1 qbO_4 d_'

F_o(oJ4) - B_o(_,o_4) - £3 q_o_4 _,
F_o(o2) - B_o(_,@)

_Y4
Ff_e (0_+1) -- Sf_e(_, Opz+l )

(3.24)

Equations (3.23) and (3.24) are used to determine the approximate flux on each

respective edge. The system of equations that must be solved to determine the coef-

ficients ct will always have a unique solution since the mass matrix in these equations

is positive definite.

3.3 Error Indicator

The error residual problem, shown in (3.4), can be used to approximate the error

after choosing the method of approximating the true flux on the element boundaries

and choosing an appropriate subspaee V(f_). The approach to approximating the

error is the same as the approach used fbr the finite element approximation in Section

2.3.3. The approximation of the error in an element is

Z Z 0_(_)_5(_)b_5 (325)
iojo

The Bubnov-Calerkin method is used so that the test functions, /), are the same as

the approximating functions,

(3.2_)
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Uponthesubstitutionof (3.25)and(3.26)into (3.4),theapproximatesolutionto the

error residualproblemfbr eachelementbecomesa systemof equationsandcanbe

written in matrix formas

+) (+)- +)+ jo o 0 o+ (3.27)

A_b F_ (3.28)

where A_ represents the coefficient matrix based on the chosen subspace, Ve_, b is

a vector of unknown constants, and F_ is the load vector consisting of the element

residual term and the boundary flux term. This system of equations is solved for the

unknown coefficients, b. The finite element solution satisfies the essential boundary

condition on FD. Therefore the error must be zero on this boundary. The penalty

method, described in Chapter 2, is used to enforce this essential boundary condition

in (3.28) for elements with boundaries coincident with FD. This system of equations

is singular except on those elements with a Dirichlet boundary where the error is set

to zero. Singular value decomposition is used to find the the solution for b which

minimizes r = IA b-F I where the number r is called the residual of the solution [21].

In other words, the least-squares best compromise solution is found. The singular

values are zeroed out when they are less than some tolerance. Therefore discretion

in choosing a value for the tolerance must be used.

The error indicator for each element is obtained by calculating the energy norm

of the error function. The energy norm is defined by the weak formulation

II1 111  (3.29)

1

The global error estimate is calculated by computing the sum of the squares of the
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localerrorindicators

3.4 Numerical Examples for the Total Error

The perfbrmance of the error estimates will be examined in this section. Example

problems are chosen such that the exact solution is known. The problems are not

meant to be realistic problems. The use of problems with exact solutions allows

the actual error in the finite element solution to be computed and compared to the

estimated error computed from (3.31). The first example problem has a smooth

solution composed of a sine and a cosine function. The second example problem has a

rough solution composed of an arctangent function. The finite element approximation

fbr the first example will generally provide a better approximation (less error) than the

second example problem fbr the same orders of approximation and mesh size because

of the smoothness of the exact solution to the first example problem. The problems

are developed using an inverse approach by first choosing a closed fbrm solution, u,

which satisfies the desired boundary conditions. Then the internal heat generation,

Q, required to obtain the closed fbrm solution is determined by substituting the exact

solution into the heat conduction equation (2.6).

The examples will consider the two dimensional heat conduction problem shown

in Figure 3.3. The heated plate has dimensions L by d with the fbllowing boundary

conditions:

u 0 along the edges z 0 and z L

0u d
-kzoz 0 along z 2

0u d

kz 0z qt along z (3.32)

The plate has an internal heat source Q, and the heat load qt applied along the
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d is a functionof x. The bottom of the plate is insulated, andboundary at z

the sides are held at a constant temperature of zero. For all results presented in this

section, ks kz 1.4, L 1, d 1, and the value of cr 1 in (3.25) are used.

d=l u=O

Z

Q(x,z)

L=I

u=O

X

Figure 3.3: Two-dimensional plate for numerical examples.

3.4.1 Case I: Smooth Solution

The exact solution to the heat conduction equation (2.6) is chosen to be the analytic

function

E <4/1u o_ 1 - cos _ sin _-_

This closed form solution satisfies the boundary conditions in (3.32) with the fbllowing

heat load applied to the top boundary

q_(x') 1 - cos (2---_) (3.34)

The required internal heat source determined from (2.10) is

_ [kzL _ -(16d_k_ + k_L_)cos(_)] sin[_]
Q(_"_) 2_k_L_ (3.35)
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Thecontoursof the exactsolutionfbr theheatedsquareplatewith a 10is shown

in Figure3.4.Thesolutionis symmetricaboutthecenterlineat _' 0.5andexhibits

a verysmoothbehavior.

0

Z

u

8 53

7 96

7 39

6 82

6 25

5 68

512

4 55

3 98

341

2 84

2 27

1 71

1 14

0 57

Figure 3.4: Exact solution fbr Case I.

The error estimate is computed using the average flux approximation, (3.9), and

compared with the actual error in the energy norm in Figure 3.5. The graphs in Figure

3.5 show the rate of convergence of the error in the finite element approximation with

respect to the length of the elements, h, in a unifbrm mesh. The error in the energy

norm is plotted versus the inverse of the mesh size, which fbr a unifbrm mesh is the

same as the number of elements, so that the error curves have a negative slope. Each

graph represents a fixed particular value fbr p_. Each line in a graph represents a

different value ofpz varying from one to six. Each point on a particular line represents

1 one-dimensional elements. As p_ increases, the error convergesa unifbrm mesh of

faster (with fbwer elements). The rate of convergence of the error, indicated by the

slope of the solid line in each plot is equal to the value of p_. For the constant part

of a convergence curve where the lines level off, the hierarchical modelling error is

dominating. In this region, refinement of the mesh does not improve the finite element
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solution,andan increasein thechosenvalueforPz is required to improve accuracy.

When the hierarchical modelling error dominates, the estimated error (denoted by

dashed lines in Figure 3.5) is only slightly larger than the actual error fbr all values of

p_. When the finite element error dominates, difference between the estimated error

is significantly larger than the actual error, but exhibits correct rates of convergence.

The discrepancy between the estimated and actual error is more pronounced fbr even-

orders of p_.

The error estimate computed using the equilibrated flux is compared to the actual

error in Figure 3.6. Comparing Figure 3.6 with Figure 3.5 shows that the equilibrated

flux method provides more accurate error estimates, particularly when the error is

dominated by the finite element approximation error. The estimated and actual errors

using the equilibrated flux method are virtually indistinguishable for all values ofp_,

ioz, and mesh size.
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Figure 3.5: Error for Case I using the average flux method.
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Figure 3.6: Error for Case I using the equilibrated flux method.
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3.4.2 Case II: Rough Solution

Theperformanceof the errorestimatesfbr a problemwith a roughsolutionwill now

beexamined.Theclosedfbrmsolutionis givenby

Thissolutionsatisfiesthe boundary conditions (3.32) with the applied heatload along

the top of the plate defined by

q_(z) _(L - z)[arctan [_(z - z0)]+ arctan(_z0)] (3.37)

The internal heat source required to deliver the solution in (3.36) is determined from

(2.6) to be

_(L - z)[arctan[_(z - z0)]+ arctan[_z0]]sin (_ - _)
Q(z, z)

2d

kz

where (_ 30 and z0 0.3. This exact solution has steep gradients in the z-direction

in the vicinity of z z0 as seen in the contours of the exact solution shown in Figure

3.7.

The actual error is compared with the estimated errors using the average and

equilibrated boundary flux methods in Figures 3.8 and 3.9. The actual error in the

energy norm is not as well behaved as in Case I because the solution for this case

is not as smooth. Smaller mesh sizes are required to reach the expected rate of

convergence of p_ [4] as shown in Figures 3.5 and 3.6. The error estimates obtained

using the average flux method are much larger than the actual error. In comparison

of the error estimates obtained using the average and equilibrated flux methods for

Case II, the equilibrated flux method provides noticeably better error estimates than

the average flux method. A contour plot of the pointwise error in a finite element
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Figure 3.7: Exact solution fbr Case II.

solution obtained with 32 elements and p= Pz 2, shown in Figure 3.10, shows

that the greatest errors occur after _' _'0 where the steep gradients occur. The

element error indicators, obtained with the average and equilibrated flux methods

are compared with the actual element error in Figures 3.11 and 3.12. The actual

and estimated errors in the finite element solution for p_ pz 2 with 32 elements

are shown. For this case, the global error for the equilibrated flux provides a much

better estimate of the error than the average flux method. The average flux method

severely over-estimates the error for each element in the region near _' _'0, while the

equilibrated flux method provides an accurate indicator of the error for each element.
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Figure 3.12: Element error indicators fbr Case II solution using 32 elements with

p_ pz 2 using the equilibrated flux method.
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3.5 Directional Error Indicators

The element error indicator described in the previous section gives an estimate of the

accuracy of the approximate solution on each element. There are various approaches

to improve the finite element solution. Some of these techniques include refining the

mesh, increasing the order of the approximation, and using diffbrent basis functions.

When using the hierarchical modelling approach, the through-thickness polynomial

degree, the mesh size, and the in-plane (or z-direction) polynomial degree are pa-

rameters which will affbct the accuracy of the solution. A directional error indicator

provides an estimate of the error in the hierarchical model and finite element ap-

proximation separately. The directional error indicator indicates which parameters

to change to efficiently improve the approximate solution. According to Figure 3.6,

the error in approximating the solution in the z-direction with a polynomial of order

Pz is dominant at the points where the lines are fiat. In this circumstance, increasing

the value of pz will improve the approximate solution while refinement of the mesh

will not. If the approximate solution has an error which is located on the part of the

lines where the slope is p_, then the error in the finite element method is dominant,

and refinement of the mesh would be the appropriate choice to reduce the error in

the solution. Directional error indicators could be used to distinguish between these

circumstances by determining which contribution to the error, the hierarchical model

or the finite element method, is the largest.

The error in the solution is composed of the error in the hierarchical model, efod_,

and the error in the finite element approximation of the hierarchical model, eFZ.

eMod_ U -- UMod_ (3.39)

efZ UMod_ -- i_ (3.40)

The solution UMod_Zis the exact solution to the hierarchical model, that is the exact

47



solutionto thesystemof diffbrentialequationsresultingfromtheassumptionthat the

solutionisa polynomialofpz in thethrough-thicknessdirectionof theentiredomain.

Thefinite elementerror is associatedwith the polynomialapproximationpf degree

p_ in the z-direction. The total error can be expressed as the sum of the modelling

error and the finite element approximation error

e u-u

e U -- UMode 1 @ UMode 1 -- _t

e eMo&_ + eFE (3.41)

The energy norm, defined in (3.30) from the weak fbrmulation, is used to measure

the error in the approximate solution

II1_111_ B(_, _) (3.42)

Substituting the definition of e in (3.41) into (3.42) and expanding yields

B(e, e) B(eMod_+ eFE,eMod_+ eFE)

B(_,_) B(_Mod_,,_Mod_,)+ B(_FE,_FE)+ B(_o_,, _) +

B(eFU,efod_,) (3.43)

B(., .) is symmetric, and the modelling error is orthogonal to the finite element ap-

proximation error [5], meaning

B(efog_,, eFU) 0 (3.44)

B(eFZ, eMo&,) 0 (3.45)

Using (3.44) and (3.45), the last two terms in the definition of the energy norm of

the total error in (3.43) become zero, so that

B(_,_) B(_Mod_,,_.o_,) + B(_FE,_)

II1_111_ II1_o_,111_+ II1_111_ (3.46)
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Thisequationshowshowthedirectionalerrorsarerelatedto the total error.

Thetotal elementerrorforthemodelproblemisapproximatedusingthefbllowing

polynomial,asdiscussedin Section3.3,

p:_ +c_ pz+c_

_ _ O_(_')_5(z)b_ 5 a _> 1 (3.47)
_=0 j=0

Recall that a must be greater or equal to 1 to ensure that the result for the error

estimate is nontrivial. The finite element error is the error in the solution which is

controlled by the mesh size and the polynomial order in the _'-direction, h and p_.

The modelling error is controlled by the through-thickness polynomial order, Pz. To

approximate each of the directional error indicators, the opposing _ is set to zero in

(3.4?). The directional error polynomial approximations are

p:c+c; Pz

_=0 j=0
p_c pz+c;

_fod_ _ _ 0_(:_')_5(Z)C_5 (3.48)
_=0 j=0

Using each of these approximations separately in the element residual error equation

(3.28) with either the average and equilibrated flux methods described in Sections

3.2.1 and 3.2.2, the approximate solution for each of the errors can be found. The

directional error indicators are computed using the energy norm of the approximate

error functions:

II1 111 B(_, _) _ B_ (_, _) (3.49)
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3.6 Numerical Examples for the Directional Error

Estimates

Results for Case I and II are examined using the directional error indicators. The

equilibrated flux method is used to approximate the element boundary fluxes. Figure

3.13 shows the actual error, the model error estimate, and the finite element error

estimate plotted versus the inverse of the mesh size for the problem in Case I. The

Pz value is varied with uniform mesh refinements for a fixed p_ value. The graphs

in Figure 3.13 show that the estimated error in the finite element approximation

(denoted by triangles) has a slope ofp_, and follows the convergence rate of the actual

error. The actual hierarchical modelling error for each value ofpz is determined by the

horizontal portion of the actual error line. The estimated hierarchical modelling error

is accurate for sumciently small mesh sizes, which are determined by the value of p_.

At each point on each line, the most efIbctive method of improving the approximate

solution is determined by which error indicator is larger.

The directional error indicators for Case II are shown in Figure 3.14. The actual

error, model error estimate, and finite element error estimate are plotted versus the

inverse of the mesh size. The actual error norms are not as well behaved as in

Case I due to the roughness of the problem, however, the finite element error is

accurately predicted by the directional error estimates. The estimated hierarchical

modelling error is slightly higher than the actual hierarchical modelling error for low

values of p_ and for large mesh sizes. The results of these examples show that the

directional error indicators accurately determined which error dominates, the model

or the finite element error, for a smooth and a rough solution. Knowledge of which

error is dominant in the approximate solution indicates the most efI%ctive way to

improve the approximate solution.
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Figure 3.13: Directional error estimation for Case I using the equilibrated flux
method.

51



4(

2(

Illelll

Illell
10

10 .2

10"

Figure 3. ]4:
method.

Px=l Px=2

__ ,o1_---_ ..... _---pz=l
• _ IllellI ..... _----o---pz=2

.._ ...... -- 'X_ pz=2 f "_,'_..... e-- _"_ pz-4.............. .....
10_= ' '1 _u .... 1_02 '101 10 2

1/h 1/h

Px=3 Px=4

_-. _ e- Pz=1 1o11_-_-_-_..... _ ..... _---,..... _-_--- _ ..... _--- ..lelll_ ..L_ ..... _ ..... _ --pz=I

",'_,. o..... 3"_t_,,_ - '°_ " - _ :', -

"'....® ..... _3-'---'_"_, Pz-4 i 4_,, Pz=4
10-[. 1 _,, _

................. ),Pz=5 _ .......... ";,,Pz=_
101 10 2 101 10 2

1/h 1/h

actual

FE estimate

Model estimate

Directional error estimation for Case II using the equilibrated flux
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Chapter 4

Extension to Multi-layered
Materials

Structural concepts for aerospace vehicles often consist of panels made of multi-layer

materials. Examples include skins of composite laminates or metallic thermal pro-

tection systems. Accurate and efficient analysis methods are required to aid in the

design of such concepts. Hierarchical modelling, p-version finite elements, and error

estimation are extended to multi-layered materials in this chapter.

4.1 Boundary Value Problem

Section 2.1 presents the boundary value problem for a single layer. The two-dimensional

domain for a multi-layered material for a plate with length L, thickness d, and nL lay-

ers of material is shown in Figure 4.1. The boundary value problem must be satisfied

by the solution for the temperature in each layer, u_, with the boundary conditions

described on the boundary of the global domain:

Ui

Q i 1,... ,nL

qs on FN

U s Oil F D

For layered materials,

(4.1)

continuity at the boundaries of the layers must also be satisfied.
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Figure 4.1: Two-dimensional domain fbr a multi-layered material.

At each layer interface, the temperature and the heat flux are required to be equal

}
where i denotes the layer of interest, z_ represents the z-coordinate of the layer inter-

face, and the outward unit normal vector to the boundary of layer i is n_.

4.2 Finite Element Method for Multi-Layers

The finite element method used in this research fbr materials with multiple layers

is similar to the method described in Chapter 2. The through-thickness direction is

modelled by a polynomial function of degree Pz, reducing the spatial dimension of

the domain by one, a mesh is created fbr the dimensionally-reduced domain, and the

p-version finite element method is used to complete the approximation. The thermal

conductivity for the orthotropic multi-layered materials is assumed in this research

to be a piecewise constant function in the through-thickness direction,

_;_ [ (k_)_O (kz)_O] (4.3)
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4.2.1 Weak Formulation

Theweakformof (4.1)isconstructedbymultiplyingbyatestfunctionandintegrating

by parts.Thetest functionisrequiredto bezeroonFD.

J_(_vu)TVvdf_ J_Qvdf_-JrNq_vd+ (4.4)

In abstract fbrm, the problem is to find u _ V(f_) such that u us on FD and

B(u, v) L(v) fbr all admissible v E V(f_) (4.5)

The subscript i has been dropped in (4.4) and (4.5) with the understanding that the

thermal conductivity is a piecewise constant function of z, and the exact solution is

piecewise defined on each layer. The hierarchical modelling combined with p-version

finite element method is used to approximate the solution to (4.5). The p-version

method fbr multi-layers is identical to the method described in Section 2.3.2 fbr a

single layer, where the basis functions, _b, in (2.23) are used. However, since one

approximate solution is computed fbr all layers in each element, the hierarchical

modelling method is modified by choosing a more efficient set of through-thickness

basis functions to approximate the exact solution using piecewise polynomials.

4.2.2 Optimal Hierarchical Model

Piecewise constant thermal conductivities in the boundary value problem in (4.1)

result in a piecewise exact solution in the through-thickness direction. The work

of Vogelius and Babuska [5] shows that the optimal choice of basis functions for

hierarchical modelling of the boundary value problem (4.1) are piecewise polynomials.

The choice of basis functions are optimal in the sense that the approximate solution

converges to the exact solution at the expected rate as the polynomial order, Pz,

approaches infinity and as the plate thickness, d, approaches zero. The basis functions

for hierarchical modelling in single-layered materials are referred to as homogenized
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basisfunctions•The setof optimalbasisfunctions,_, isconstructedby scalingthe

odd-degreethrough-thicknesshomogenizedbasisfunctions,_b,by the conductivity

of eachlayerandshiftingtheresultingpolynomialto enforcecontinuityat the layer

interfaces:

where

1
_51 (kz)l_51

(kz)_(e_51- e_51()'_1))+ _
1

i 2,... ,)'_L

1

_÷1 _+_(e_51()'_)-e_51()'_ 1)) _ 2,...,)'_-1 (_.7)

and i is the layer of interest, _j 1 is the optimal polynomial of degree 2j - 1 in the

{thlayer,and _j are given in (2.19).These basisfunctionsprovidemore accurate

approximations for layered materials than the single layer through-thickness basis

functions described in Section 2•3•1• An example of these basis functions are shown

in Figure 4.2 for a three layer material with (k_)l 1, (k_)2 10, and (k_)a 1 for

the polynomials of degree 0 through 7. Note that the odd degree basis functions have

discontinuous derivatives at the layer interfaces•

4.2.3 Element Equations

The finite element solution, u, on an element is written as a linear combination of the

basis functions

p_c pz

i_le_ _¢i(()_j()'])aij (OQ_b)Ta_ 2Ta_ (4.8)
i=0 j=0
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Figure 4.2: The optimal basis functions for a three layer material with (kz)l 1,

(kz)_ 10, and (k_)_ 1.

The variational problem in (4.4) is written as a sum of integrals over each element

N N

e=l e e=l e f_eyiF N

The Bubnov-Galerkin method chooses the test function to be the same as the approx-

imating functions, and substituting (4.8) for u and 2_, i 1,..., (p_ + 1) x (p_ + 1)

fbr v into (4.9) yields a system of equations which can be written in matrix fbrm as

a Z

where the element matrix and the load vector are defined as
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'/=1 dXO

XI 0_ 0(_ T dZ (_ E ( x)i_9_9 dZ +

o 0X 0X i=1 i 1

4,4,_& o Z (4.11)

QX dzdx - q_2 ds (4.12)
i=1 0 1 [leCIFN

4.3 Multi-Layer A Posteriori Error Estimation

The element residual method is applied to multi-layered materials. A local boundary

value problem for the error is developed, and the equilibrated flux method is mod-

ified for application to multi-layered materials. The solution to the error equation

is approximated and used in the definition of the energy norm to compute the error

indicator for each element. Numerical results are presented for multi-layered materi-

als. According to the literature search performed, numerical results for applying the

element residual method to multi-layered materials have not yet been presented.

4.3.1 Element Residual Method

The weak fbrm of the local error residual problem derived in Section 3.1 is used for

the multi-layer problem.

B_o(e, v) F_o(v) - B_o(< v) + £_o (_vu)rn_ov &

e 0 on FD (4.13)

The last term in the variational form of the element error residual problem is the exact

flux, and an approximation must be made since the exact solution is not known. The
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next sectiondiscussesthe modifiedequilibratedflux methodof approximatingthe

boundaryfluxesonan interiorelementboundaryfor multi-layerproblems.

4.3.2 Equilibrated Boundary Flux Approximation

Theequilibratedflux methodisusedto approximatethe elementboundaryflux, but

the methodmust bemodifiedfor multi-layeredmaterials.Theexactflux in the z-

direction is discontinuous along the boundary of an element (not across the boundary)

in the through-thickness direction because of the piecewise constant thermal conduc-

tivity. Figure 4.3 shows an example of the discontinuous boundary flux on an element

with four layers. Therefbre the method chosen to approximate the exact boundary

flux should also be discontinuous. To develop an equilibrated discontinuous flux, the

Z

%
4 (kx) 4 c)u

i iO;
/2 I

X o X 1

Figure 4.3: Example of a discontinuous exact boundary flux in the z-direction on a

four layer element.

equilibrated flux method is modified by defining the approximate flux on each element

as

(_e_ qe_ + (_ (4.14)
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whereq_ is the average flux and 0_ is the deviation from the average required

to equilibrate the flux• The average flux is discontinuous since it is computed by

averaging the finite element fluxes from neighboring elements as described in Section

3.2.1

1
nf_q_° E(_vu_°l°_°+ _vu_o, lo_o)r (4.15)

The equilibrium condition for the equilibrated flux in a single layer is used to find

0_. The definition fbr 0_ in (4•14) is substituted into (3•15)

0_o0_ ds 0

for It ], . . . , Its/ (4.16)

For the boundary of an element that coincides with Uzv,

qe_ + (_ q_ on 0f_ _ N Uzv (4.17)

The approach to solve (4•16) for (_ is the same as described in Section 3.2.2 to solve

(3•15)• The deviation from the average flux, 0_, is written in terms of the nodal basis

functions, 0_, (see (3.18)) with the same through-thickness polynomial degree used

in the hierarchical modelling of the plate, Pz, as

pz÷l

i=l

Equation (4.18) is substituted for _ in (4.16), resulting in a system of equations fbr

the unknown coefficients. For the edge %,

Ff_e(072) -- _f_e(_' 072) -- _2 qf_e072 d,5' -- _1 qbO72 d,5'

F_o(o7_)- B_o(<o7_)- £_ _oo__ _, _ £_ q_o7__,
rb(o_ _) - B_o(< o__)- £_ q_oo___,

qeoO>+l ds

(4.19)
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For %,

-- O])z@l) -- _4 "Y4

(4.20)

where M_ is a mass matrix along 7_ defined in (3.22). Equations (4.19) and (4.20)

are solved for c_, which determines the deviation, qe_. The solution for qe_ and the

definition for the average flux in (4.15) are substituted into (4.14) to determine the

equilibrated flux applied to the interior element boundaries.

4.3.3 Multi-Layer Error Indicator

The error function in the error residual problem (4.13) is approximated by using the

equilibrated flux method for in the last term. The approximate error function, _,

is defined as a linear combination of the basis functions used in the finite element

approximation

E E 6¢(:r)_)J(Z)bq (4.21)
/=0 j=0

where cr > 1. The definition fbr _ is substituted fbr e and (3.26) is substituted fbr v

in (4.13), creating a system of equations that is written in matrix fbrm:

[.

F_

qeo_ ds

(4.22)

The error indicator for each element is determined using the energy norm of the

approximate error function _ defined as

1
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Theglobalerrorindicatoris calculatedbycomputingthe sumof the squaresof the

localerrorindicators

4.4

c [_ (c_o)_]1/_ (4.24)

Numerical Examples

Results are shown for a two-layer plate with length L 2, thickness d 1, no internal

heat generation, (k_)l (kz)_ 1, (k_)2 (kz)2 10, and (7 1, shown ill Figure

4.4. The layers are of equal thickness, and the boundary conditions are

u 0 along the edges z 0 and z L

(gu d

-k_ (gz 0 along z 2

(% 4qoz(L - z) d
-k_ (gz L2 along z (4.25)

where q0 -10. The exact solution is an infinite Fourier series defined for each layer

d=l

1

0.5

u=O 4

0.5

4qox(L-x)

2

1 (kx)_=(kz)_=l

qb=O
•i D,

L=2

u=0

x

Figure 4.4: Two-dimensional plate with two layers fbr numerical results.

(i_Trz xU Sill -- ,

<t=l
o_z) __d <z<0

2 -- --

C_ sinh (c_z) + D_ cosh (c_z) 0 < z < _d
-- -- 2

(4.26)
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where

i
O_ n

tanh
A7_

d 1

A_

d 1

A_
D_

d 1

The contours of the exact solution fbr the plate problem is shown in Figure 4.5.
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Figure 4.5: Exact solution for the two layer example.

To illustrate the improvement in the accuracy of the finite element solution ob-

tained with the optimal hierarchical model, the actual error obtained using the new

through-thickness basis functions is compared with the actual error obtained using

the homogenized basis functions in Figure 4.6. Each graph shows the actual error in

the energy norm versus the inverse of the mesh size fbr a fixed value of p_. Each line

in each graph represents a fixed value of Pz with unifbrm mesh refinement. For each
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valueof p_, the results show that the error is less when using the optimal through-

thickness basis functions except when Pz 1. The rate of convergence of the error is

p_ fbr the optimal basis functions as seen in the first graph in Figure 4.6. The hier-

archical modelling error becomes dominant after only a fbw mesh refinements when

using the single-layer (homogenized) basis functions. The hierarchical modelling er-

ror is much larger fbr the homogenized basis functions than fbr the optimal ones fbr

the same model order, pz. Also, the hierarchical modelling with the homogenized

basis functions fails to converge with p_ as the modelling error does not decrease

significantly as p_ is increased.

The perfbrmance of the error estimate fbr the multi-layer example is shown in

Figure 4.7. The comparison of the actual error and the estimated error shows that

the error estimate predicts the error in the solution reasonably well.
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Figure 4.6: Actual error in solutions obtained for two layer example.
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Chapter 5

Concluding Remarks

An overview of the research presented in this thesis is discussed in this chapter. A

summary of the main topics of this paper is first presented fbllowed by the conclusions

resulting from this research. Finally, recommendations for future work in this area of

research are given.

5.1 Summary

Finite element methods are widely used in engineering analysis of many types of

problems. Hierarchical modelling combined with p-version finite elements is an ad-

vanced method of approximating solutions to a number of engineering problems, and

are applied to heat conduction in this work. Error estimation provides a qualitative

measure of the accuracy of the finite element solution. A posteriori error estimation

is necessary fbr adaptive schemes, where mesh refinement or polynomial enrichment

is automatically controlled to efficiently improve the accuracy of the solution. For

hierarchical modelling combined with the p-version finite element method, additional

information about the error can be determined through the use of directional er-

ror indicators, which distinguish between the hierarchical modelling error and the

finite element error. Application of a posteriori error estimation is important to

single-layered as well as multi-layered materials, such as metallic thermal protection
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systemsandcompositelaminates.Oneof the goalsof this researchis to investigate

a posteriori error techniques applied to multi-layered materials.

5.2 Conclusions

It is shown that a residual based a posteriori error estimate method can be effbctively

applied to a two-dimensional orthotropic material under steady-state conditions. The

equilibrated flux method provides more accurate results for the error estimates than

the average flux method. Although somewhat more computationally expensive than

the average flux method, the accuracy of the results from using the equilibrated flux

method are worth the additional effort. The error estimates for this research are

determined by performing the analysis on a two-dimensional domain, and while the

procedure for three-dimensional domains may be more complex to implement, com-

parable accuracy is expected. The directional error indicators are shown to provide

some insight to separating the error created by the hierarchical model and the finite

element method, which will be useful in developing an adaptive scheme. Finally, it

is determined that it is necessary to modify the application of the equilibrated flux

method to multi-layered materials by using a discontinuous approximate boundary

flux to obtain accurate results. One such modification is developed and investigated,

and the error estimates are shown to predict the error in the solution reasonably well.

5.3 Recommendations

The research presented in this work may be extended in several diffbrent ways. The

application of this research was limited to two-dimensional steady-state problems. It

is recommended that future work include three-dimensional work with hierarchical

modelling in the through-thickness direction. Additionally, extension to transient

analyses would be the next step. Development of an adaptive scheme using the er-
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ror estimatesdiscussedin this researchshouldbe investigated.Theerrorestimates

providethe infbrmationneededto determinewhenand wherea moreaccurateap-

proximationis needed,andthe adaptiveschemecanusethe errorestimatesfbr au-

tomaticmeshrefinement,p-enrichment,or a combinationof both. Finally, fbr the

multi-layeredproblems,othermethodsof approximatingthe heat flux on the ele-

mentboundaryto providemoreaccurateerrorestimatesshouldbeinvestigated.One

suggestedapproachisequilibratingthe fluxoneachlayerof the element.
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